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§ 587.3 Applicability.

This part does not in itself impose
duties or liabilities on any person. It is
a description of tools that measure the
performance of occupant protections
systems required by the safety stand-
ards that incorporate it. It is designed
to be referenced by, and become a part
of, the test procedures specified in
motor vehicle safety standards, such as
Standard No. 214, Side Impact Protec-
tion.

§ 587.4 Definitions.

All terms defined in section 102 of the
National Traffic and Motor Vehicle
Safety Act (15 U.S.C. 1391) are used in
their statutory meaning.

§ 587.5 Incorporated materials.

(a) The drawings and specifications
referred to in this regulation that are
not set forth in full are hereby incor-
porated in this part by reference. These
materials are thereby made part of this
regulation. The Director of the Federal
Register has approved the materials in-
corporated by reference. For materials
subject to change, only the specific
version approved by the Director of the
Federal Register and specified in the
regulation are incorporated. A notice
of any change will be published in the
FEDERAL REGISTER. As a convenience
to the reader, the materials incor-
porated by reference are listed in the
Finding Aid Table found at the end of
this volume of the Code of Federal Reg-
ulations.

(b) The drawings and specifications
incorporated in this part by reference
are available for examination in the
general reference section of Docket 79–
04, Docket Section, National Highway
Traffic Safety Administration, Room
5109, 400 Seventh Street, SW., Washing-
ton, DC 20590. Copies may be obtained
from Rowley-Scher Reprographics,
Inc., 1111 14th Street, NW., Washington,
DC 20005, telephone (202) 628–6667 or
(202) 408–8789. The drawings and speci-
fications are also on file in the ref-
erence library of the Office of the Fed-
eral Register, National Archives and
Records Administration, Washington,
DC.

§ 587.6 General description.

(a) The moving deformable barrier
consists of component parts and com-
ponent assemblies which are described
in drawings and specifications that are
set forth in this § 587.6 of this chapter
(incorporated by reference; see § 587.5).

(b) The moving deformable barrier
specifications are provided in the draw-
ings shown in DSL–1278 through DSL–
1287, except DSL–1282, and the drawing
shown in DSL–1290 (DSL–1278 through
DSL–1287, except for DSL–1282, and
DSL–1290 are incorporated by ref-
erence; see § 587.5).

(1) The specifications for the final as-
sembly of the moving deformable bar-
rier are provided in the drawings shown
in DSL–1278, dated October 1991.

(2) The specifications for the frame
assembly of the moving deformable
barrier are provided in the drawings
shown in DSL–1281, dated August 20,
1980.

(3) The specifications for the face of
the moving deformable barrier are pro-
vided in the drawings shown in DSL–
1285, dated October 1991, and DSL–1286,
dated August 20, 1980.

(4) The specifications for the ballast
installation and details concerning the
ballast plate are provided in drawings
shown in DSL–1279 and DSL–1280, both
dated August 20, 1980.

(5) The specifications for the hub as-
sembly and details concerning the
brake are provided in drawings shown
in DSL–1283, dated October 1991.

(6) The specifications for the rear
guide assembly are provided in draw-
ings shown in DSL–1284, dated August
20, 1980.

(7) The specifications for the research
axle assembly are provided in drawings
shown in DSL–1287, dated October 1991.

(8) The specifications for the compli-
ance axle assembly are provided in
drawings shown in DSL–1290, dated Oc-
tober 1991.

(c) In configuration 2 (with two cam-
eras and camera mounts, a light trap
vane, and ballast reduced), the moving
deformable barrier (crabbable axle), in-
cluding the impact surface, supporting
structure, and carriage, weighs 3,015
pounds, has a track width of 74 inches,
and has a wheelbase of 102 inches.
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(d) In configuration 2, the moving de-
formable barrier has the following cen-
ter of gravity:
X=44.2 inches rear of front axle
Y=0.3 inches left of longitudinal center

line
Z=19.7 inches from ground.

(e) The moving deformable barrier
has the following moment of inertia:
Pitch=1669 ft-lb-sec 2

Roll=375 ft-lb-sec 2

Yaw=1897 ft-lb-sec 2

[55 FR 45779, Oct. 30, 1990; 56 FR 47011, Sept.
17, 1991, as amended at 57 FR 7558, Mar. 3,
1992]
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§ 588.1 Scope.
This part establishes requirements

for manufacturers of child restraint
systems to maintain lists of the names
and addresses of child restraint owners.

§ 588.2 Purpose.
The purpose of this part is to aid

manufacturers in contacting the own-
ers of child restraints during notifica-
tion campaigns conducted in accord-
ance with 49 CFR part 577, and to aid
the National Highway Traffic Safety
Administration in determining wheth-
er a manufacturer has met its recall re-
sponsibilities.

§ 588.3 Applicability.
This part applies to manufacturers of

child restraint systems, except factory-
installed built-in restraints.

§ 588.4 Definitions.
(a) Statutory definitions. All terms de-

fined in section 102 of the National
Traffic and Motor Vehicle Safety Act

(15 U.S.C. 1391) are used in their statu-
tory meaning.

(b) Motor Vehicle Safety Standard defi-
nitions. Unless otherwise indicated, all
terms used in this part that are defined
in the Motor Vehicle Safety Standards,
part 571 of this subchapter (hereinafter
‘‘the Standards’’), are used as defined
in the Standards.

(c) Definitions used in this part.
Child restraint system is used as de-

fined in S4 of 49 CFR 571.213, Child Re-
straint Systems.

Factory-installed built-in child restraint
system is used as defined in S4 of 49
CFR 571.213.

Owners include purchasers.
Registration form means the form pro-

vided with a child restraint system in
compliance with the requirements of 49
CFR 571.213, and any communication
from an owner of a child restraint to
the manufacturer that provides the re-
straint’s model name or number and
the owner’s name and mailing address.

§ 588.5 Records.
Each manufacturer, or manufactur-

er’s designee, shall record and main-
tain records of the owners of child re-
straint systems who have submitted a
registration form. The record shall be
in a form suitable for inspection such
as computer information storage de-
vices or card files, and shall include the
names and mailing addresses of the
owners, and the model name or number
and date of manufacture (month, year)
of the owners’ child restraint systems.

§ 588.6 Record retention.
Each manufacturer, or manufactur-

er’s designee, shall maintain the infor-
mation specified in § 588.5 of this part
for a registered restraint system for a
period of not less than six years from
the date of manufacture of that re-
straint system.

PART 589—UPPER INTERIOR COM-
PONENT HEAD IMPACT PROTEC-
TION PHASE-IN REPORTING RE-
QUIREMENTS

Sec.
589.1 Scope.
589.2 Purpose.
589.3 Applicability.
589.4 Definitions.
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